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(@)
o ol B0 oo o[O—O—O] OO 000000(0O0O00O00O00OO0O
B3
oo o0 o (9 (@) = .
o @ oo o o Optlcally-
cooo |° °° I Isolated Input
O b oeee ° DD )(B]:lecccooollooocococoooll 4 Configuration
O O o J° TB2 TB1 O
oo * = = = 4o
;_O 2 2 [0oo]5[oo]Z[o o]a[o o]F[o o2 [O]5M]3[O]s5[A]s — E
c ool ool oo |09 00| [of¥lo|3of8lo|Ze s
00 [00 |00 |00 |00 o |of o] o7, onO Wet
. 00| 06 |06 |06 o6 |of lof [o] |o *o) 5
o o e M7 uu] ry
> _ = °° @ (coooooon) T
D Dg 00 00| . 2 oo
JPR5 = =
o
50 O3 oongoongoongoongoongg (Default)
oy ¢ E aE L L sl L ¢l 69
000_ 000 00O 00O 000 O
u + le) RN3 RN2 o '®)
o o) o (coooooon) (boooooon) 5
o n bl
u (0 ., ¢g9+o0 68+ @©gg+o G+ UD‘” ::
A DD = o m3 Sm o 2 cmpg Q
s S () @ DooonDEODooon Do Q
0= 3 2 oo ®
@8 o [0 ey & 2 o Goen o o 2
ceo 8 2(0) O O ro ® X =
CL) o *\Wo o(u)nnm o & cooo (mo) ¥ cooo(@o) 3
(o) o + o o + o) o % g {
o c o
o 19[J¢ s UULP SITE SENTINEL 4 .
ol~Jo g T 318201-B [z &
3 + =3 g o o =
ooon 00000000000000 a 8
e l__c@F | G
E ~ S ol
N 0000 0000000000000 O =
Doooooan o] (o]
o oonn(g’(g)on P
o _0\029 8 + P o
op e IR C A B ©F: :
a —O > 0(8) o Sooo| O
a ooo oy oo o R P -
ooooooao(om)cw 2299 4+ DO o oooooooo0mn 3
PN TR CRpN N o = o
R15 N
o[ Jo ., AN 000000000
(coooooooo0nN) (coooooooon)
Cc23 I 3 o
g 8
o o o
- - 8 4 - - o o @
> >0 > =0
N |w]
O O O O @ O O
O O g3 99 o. o 2 [][] e
O O O O O O O O (el e} O O
= ©_9 © O — Ul o o o O

e-mail: support@broadcasttools.com voice: 360.854.9559 fax: 866.783.1742
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Front and Rear Chassis

BROADCAST © SITE Sentinel™ 4
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BROADCAST

SITE Sentinel™ 4

Web-based Site Remote Control

Functional Diagram

Plug in EuroBlock Connectors

DRY normally open 30vdc @ 1 Amp
contacts. Each may be configured for
TOGGLE, PULSED or TIMED
OPERATION

Plug in EuroBlock Connectors
DRY: Allows Contact Closures, I
Switch or Open Collector.
WET: Allows DC Voltage from
5-24vdc. Higher Voltage with
External Resistor.
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RFI Filter
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RFI Filter
Four-10vdc Max Buffered Metering Input. S
RFI Filter

Plug in EuroBlock Connectors.

Silence Sensor Unbalanced Inputs with F'{'ieﬁt Silense Sensor Input
Plug in EuroBlock Connectors ¢ 2 ,
Power Failure
5-12vdc Power Failure — Coax 2.1mm |/L
Temp Probe — T/R/S 3.5mm | AY vee Temp Sensor
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Power Controller — Plug in Euroblock
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